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New Features and Enhancements 
The following enhancements are available in the ProNest 11.0 release: 

Ribbon 
ProNest 2015 includes several major changes to the look and feel of the software. The menus and toolbars at 
the top of the main window have been replaced with a new ribbon interface. 

 

The idea behind this change is to make ProNest easier to use by getting rid of the small and numerous toolbar 
buttons and combining the menu items and toolbar buttons into a single streamlined control. The ribbon is 
designed to help you quickly find the ProNest commands that you need by including bigger, more visible 
controls with text labels that are organized in logical groups. 

Benefits include: 

 Simplified access making ProNest features easier to find. 

 Mode-sensitive ribbon that shows only relevant controls. For instance, when a part is selected, only 
applicable controls are displayed in the ribbon, while disabled items are hidden from view. 

 Each control in the ribbon has hint text containing a short description of the item. Simply hover the 
cursor over any area in the ribbon to view a description of that feature. 

 

 A Quick Access toolbar at the top of the main window contains commonly used items that can be 
accessed with a single click. This toolbar can be customized to include any controls that you want. 
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Nest Tabs 
In the main window, each nest now has its own tab which displays nest name and material used. 

 

Using tabs, you can: 

 Easily navigate the nests in the job. 

 Reorder nests by clicking and dragging tabs to the desired location. For instance, if you want to move a 
nest that is currently nest 3 of 3 so that it is nest 2 of 3, simply drag the nest tab to the desired position. 

  

 Insert a new nest before or after any existing nest in the job. 

 Hover over the tab of a non-active nest to show a thumbnail image of that nest. 
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DXF Export for Parts and Nests 
Parts or single nests can now be exported directly to DXF file, without installing a special DXF Polyline setup or 
changing machines. DXF Export settings can be configured to include polylines or line/arc entities, plate 
geometry, leads, and more. For each process supported by your ProNest machine, you can specify a 
corresponding CAD layer name and color that will be created in the CAD file when a part or nest is exported. 

Multiple parts can be exported to individual DXF files at the same time. 

XLS Settings Spreadsheets 
For situations where default settings are not able to provide the required flexibility, settings spreadsheets are 
now available for: 

 Skeleton Cut-Up 

 Pre-Pierces 

 Crop 

 Collision Avoidance 
Spreadsheets enable each of these settings to be applied based on material and thickness. You can apply 
different settings values for specific materials or turn off the feature entirely for certain materials while enabling 
it for others. 

Check for Conflicts 
A new control enables you to check the nests in your job for conflicts. You can repeatedly click the Check for 
Conflicts button to cycle through all the conflicts that are found. 

 

If a nest has a conflict, it will be indicated both on the nest's tab (  ) as well as in the status bar (  ). 



What’s New in ProNest® 2015 (v11.0) 4 

 

  

 
Copyright ©2014 Hypertherm, Inc. All rights reserved. 

  

Job Templates 
Use any existing job as a template for a new job. If you commonly use old jobs as a starting point when creating 
a new job, this is a useful feature that simplifies this process.  

Job templates will use the settings configuration as well as existing parts and plates from the old job, but as if 
output has not yet been created. 

Recent Jobs 
In the backstage view of the new ribbon interface (on the File tab), a Recent jobs page has been added. This 
page contains an expanded list of recent ProNest jobs, as well as recent folder paths for job files. 

 

You can pin or unpin any number of recent jobs in the list. 

Plate Inventory: DXF Export 
Any inventory plate can be quickly exported to a DXF file. This is especially useful for remnant plates with 
irregular geometry that need to be corrected in a CAD program and re-imported back into inventory. 

Clear Nest 
You can now remove all parts from a nest while leaving the blank plate behind as an empty nest. The empty nest 
will remain in the main window for future nesting. 

If the nest is using a plate from the plate list, when it's cleared that plate will not be returned to the plate list (as 
it would be when deleting a nest). 
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CAD Import: Recent  Places 
A new button on the CAD tab of the Edit Part List shows recent folders that CAD files were added from. This can 
help you quickly find frequently used folders when adding parts. 

 

Machine Manager 
For users that have several ProNest machines (setups) installed, a new Machine Manager dialog provides a 
central place where you can: 

 View properties and associated files for installed machines 

 Edit any machine's settings 

 Change machines 

 Copy, rename, or delete machines 

 

Shortcuts 
Extensive keyboard shortcuts and keytips (visible by pressing the Alt key) are now available in major areas in the 
application. 
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AutoNest: IntelliChoice Strategy 
A new method of automatic nesting is now available, designed to make advanced level nesting decisions based 
on the available parts in the part list. IntelliChoice is a flexible approach that can choose between different 
nesting strategies, different part sets and different regions of the nest to achieve optimal nesting results. 

IntelliChoice can be selected as a standard nesting strategy on the AutoNest settings page or on the AutoNest 
Setup dialog. 

Preferences: Reapplying Leads 
Using a new preference, you can set a default for modifying leads when changing machines. This eliminates the 
need to make a selection each time you change the machine for a job. 

 

Another newly added preference lets you control whether to be prompted to reapply leads when changing the 
material of a part in the part list. 

News Feed in ProNest 
News related to ProNest and Hypertherm CAD/CAM software is now available directly in ProNest. A notification 
button on the status bar indicates when news is available and can be clicked to open a reading pane where you 
can browse articles. 

 

SQL 2012 Support 
Microsoft SQL Server 2012 is fully supported in ProNest 2015. 
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Installation Improvements 

 SQL Express LocalDB, a simpler and improved version of SQL Express, is now the default database 
engine that is installed with ProNest.  LocalDB includes a minimal set of files necessary to start the SQL 
Server Database Engine, while still using the T-SQL language. 

 The size of the ProNest setup.exe file has been reduced by about 33% down to about 490 MB. This 
makes downloading ProNest over the web faster. 

Preferences: Size Format for Parts and Plates 
You can now change how length and width dimensions for plates and parts are displayed in ProNest. Using the 
new Size format preference (on the Regional page), part and plate dimensions can be shown as either  
"Length × Width" or "Width × Length". 

For instance, a plate with a Length of 96 in. and a Width of 48 in. can be shown as either "96 × 48" or  
"48 × 96" using this preference. 

Modules and Standard Features 

 Custom Remnants is now a standard feature. With Custom Remnants, you can enter the dimensions of 
an irregular plate or remnant and then nest on that plate. 
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 OneClick is now a standard feature available to all ProNest users. OneClick is a powerful production 
module that automates various tasks in a ProNest job, from automatic nesting to cropping to creating 
output and printing reports. 

 

 Variable Multi-Head Cutting is now a standard feature. This allows the number of torches and torch 
spacing to be adjusted automatically based on the size of the part being nested. 

 Advanced Common Line Cutting (CLC) is now included with the basic Common Line Cutting module. 
Common line cutting at the most advanced level allows any combination of parts to share common lines 
with one another part or with the plate edge. 

 

 The SmartMarine 3D Interface has been removed. 


